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Product Code

ADF-P
AUTO DUCT FORMER PRO
HYDRAULIC SYSTEM

The Auto Duct Former Pro is designed to produce rectangular and square air ducts by bending and cutting sheet metal to the required 
dimensions.

DETAILS AND OPTIONS
• Double stiffening unit, double driver unit and straightener included
• Servo motor and servo reducer for accurate dimensions
• Hydraulic system for easier operation and faster, more powerful production
• Label printing option speeds up delivery and site installation
• Feeding speed 6 m/min; a 250x250 mm duct in approx. 1.10 min; up to 800 m²/day (8 hours)
• Seam types: Pittsburgh, Snaplock, Nulock
• Hydraulic unit; no compressed air required
• All listed features are included as standard on every machine



Sheet thickness capacities are given for ST37 (S235JR) mild steel, yield strength 235 N/mm² (24 kg/mm²). 5
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Product Code

ADF-P
AUTO DUCT FORMER PRO

HYDRAULIC SYSTEM

Model
Sheet Thickness Min. Duct Size Motor Power Dimensions Sheet Width Weight

mm mm kW WxLxH mm mm kg
ADF-P 1320 0.5-1.2 100x100 2.2 2000x2000x1500 1320 2450
ADF-P 1520 0.5-1.2 100x100 2.2 2000x2000x1500 1520 2680

Flat Sheet L-Shaped Sheet U-Shaped Sheet Square Duct S-Cleat

MACHINE FEATURES
• Fully automatic system (PLC control)
• 2 sheet metal driver units
• 2 stiffening units
• 1 straightener unit
• Servo motor and servo reducer
• Hydraulic system
• Label printing unit
• Total consumption memory unit

STIFFENING PATTERNS

Standard

Standard

Optional
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